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Name of Article:

CSE. TECHNOLOGIES CO.,
39,39/1 MOO.7TAMBON NONGCHUMPON AMPHUR KHAQYQY , PETCHABURI THAILAND 76140

MILL TEST & INSPECTION CERTIFICATE

Certificate of conformity : EN 10204 / 3.1

LTD

TEL © +66-3279-6234,+66-3279-6248  FAX : +66-3279-6247

E-mail : csee@ms57.hinet.net

http ://www.csee.com.tw

'CSE ASME BPE SF1 DT-4.1.2-3 (ex DT25) SS316L 1.0" 25.4 x 1.65mm

Customer:
Customer P.O. No.

BPE-TECHNOLOGY
2015-1008

Issue Date: Dec/21/15

Serial No.|F1041085

Description: Tubing 1.0" | Material Specification: ASME SA270
Heat No. 28328 Material Type; SS316L Mechanical Features
Chemical Composition % Yield Strength [Tensile Strength  Elongation  [Reduction of Ared Hardness
C Si Mn P S NI Cr Mo 0.2 % N/mm2 N/mm2 % % HB
Max. 0.035 1.00 2.00 0.045 0.017 14.00 18.00 3.00 90
Min. 0.005 10.00 16.00 2.00 170 485 35
Actuals 0.024 0.520 1.770 0.030 0.0080 10.000 17.000 2.090 288 600 55 81.5
Description: Ferrule 1.0" [ Material Specification: ASME SA479
Heat No.  JMS612-425 | Material Type: SS316L Mechanical Features
Chemical Composition % Yield Strength [Tensile Strength|  Elongation  |Reduction of Ared Hardness
C Si Mn P S NI Cr Mo 0.2 % N/mm2 Nfmm2 T % % HB
Max. 0.03 _1.00 2.00 0.045 0.017 14.00 18.00 3.00 90
Min. 0.005 10.00 16.00 2.00 170 485 30 40
Actuals 0.022 0.570 0.980 0.036 0.009 10.150 16.150 2.120 260 598 59 60 84
Description: Material Specification:
Heat No. _ Material Type: Mechanical Features
Chemical Composition % Yield Strength [Tensile Strengt  Elongation  [Reduction of Ared Hardness
C Si Mn P S NI Cr Mo 0.2 % N/mm?2 N/mm2 "% % HB
Max.
Min.
Actuals
Description: | Material Specification:
Heat No. Material Type: Mechanical Features
. Chemical Composition % Yield Strength [Tensile Strengtl  Elongation  [Reduction of Ared Hardness
C Si Mn P S NI Cr Mo 0.2 % N/mm2 N/mm2 % % HB
Max.
Min.
Actuals P e

Manager - Quality Assurance:

The material producer has cert

fied that this material has been manufactured, samples, tested, and inspected in accordance

supplementary requirements, and that the results meet the requirements of this specification. Material is free of mercury con
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n, Including vear date and




